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SB2 SUBMERSIBLE PUMPS

Mepsan has been manufacturing submersible
pumps since 2000.

Mepsan submersible pumps are developed by
Mepsan R&D engineers since 2007

Mepsan has started to SB2 submersible pump project in 2009
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Advantages of SB2 Submersible Pumps

Service installation with WIREBRIDGE provides
extra security against operating errors
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SB 2 SUBMERSIBLE PUMP ATEX

SB2 submersible pump is suitable for both straight pipe
and telescopic tube. This property is specified in the 15.
article in the ATEX certificate. Some firms doesnt specifies
this property. For this reason telescopic pipe cannot be
used and this makes ATEX certificate is invalid.

15 DESCRIPTION OF THE SUPPLEMENTARY CERTIFICATE

- Addition of new head of discharge system made of a
flameproof junction box including two compartments

connected with a cable bridge joint system.

- Addition of a mechanical telescopic piping system for
the connection between pump part and head of
discharge made of two concentric pipes with

adjustable length, {--------
- Normative update according to EN 60079-0:2009 and
EN 60079-1:2007

The examination and test results are recorded in confidential
report N° 113784-626279.
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PROPERTIES OF SB2 SUBMERSIBLE PUMP

SB2 submersible pump provides easy service
thanks to new design

The engine of the pump, being used at the field,
can be easily removed from the head of pump for
maintenance
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PROPERTIES OF SB2 SUBMERSIBLE PUMP

Electrical connection is provided with soket in new
design submersible pump
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ADVANTAGES OF SB2 SUBMERSIBLE PUMPS

Even if bottom seals is damaged in anyway,
leakage is prevented with the advancing of
WIREBRIDGE connection

.
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PROPERTIES OF SB 2 SUBMERSIBLE PUMPS

Electrical connection is provided with soket in new
design submersible pumps
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SB 2 PROPERTIES OF SB 2 SUBMERSIBLE PUMPS

SB2 submersible pump line stand by
pressure is set as equal to the operating
pressure.

PROPERTIES |



PROPERTIES OF SB 2 SUBMERSIBLE PUMPS

TECHNICAL PROPERTIES
Motor Power

Certificates

Temperature Classification
Termical Protector

Termical Protector Temperature
Ex-Glent Entrance

Characteristic Properties

Leak Detector

Leakage Observing Sensibility
Sifon Valve

Checkvalve

Ex Buat

Work Pressure

Waiting Lines at low pressure
Line Waiting Pressure

Leakage quantity (Standart fitting)
Taking Thermal Expansion Pressure
Motor External Cooling

Motor Protection Case
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MEPSAN SB2

1% HP

ATEX, Exd IIB T6 Gb
T6

Exist

85 °C

Exist

Having a piston

12 Liter / Hour

Exist

Exist

Contains Wirebridge
2-2,5 Bar

Exist

Equal to Work Pressure
~200 cc

Exist

Exist

Stainless Steel



SB2 SUBMERSIBLE PUMPS

Mepsan certificated Atex and completed
the field test in 2013

Engine sections are produced in manufacturing
facilities in Italy and head sections are produced in
Mepsan C.O manufacturing facilities

Over then 5000 pieces MEPSAN submersible
pumps work properly at the field
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SB 2 SUBMERSIBLE PUMPS

Engine section and head section of the submersible pump must have
Atex certificate and this has to be remarked in both of head section and
engine section

Mepsan SB2 Submersible pump
which certificated 94/9/EC
directive and

LCEIE 10 ATEX 3012 X/ 01 is
produced according to

2 GExDIIBT6 Gb protection
class.
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